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application examples

PKR SERiES 
  - cam switches spring return

• complete range of cam switches for control, instrumentation and motor starting 
applications and as main switch.

• Quick and easy installation.
• compact size with many switching programs.
• multi pole design.
• 60 & 90 degree angle of throw.
• protection degree from terminal side ip20 ensuring safety during installation.
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types:
PKR1/PKR5 -  on-oFF spring return switches
PKR2/PKR6 -  douBle throw with oFF
PKR3/PKR7 -  spring return switches without oFF
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Type A B C(max) D E F1 F2 S W1 W2
16 A 29 mm 9.5 mm 4 mm 43 mm 36 mm 4 mm 7 mm 48 mm 19 mm 5 mm
25 A 34 mm 14.3 mm 4 mm 53 mm 48 mm 4 mm 12 mm 64 mm 24 mm 6.2 mm

external dimensions 

PKR SERiES 
  - cam switches spring return

S
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installation ac duty ratings
maximal panel thickness 4mm

Class Application

ac-1 non-inductive or slightly inductive loads (cosϕ ≥ 0,95); resistance furnaces

ac-3 squirrel-cage motors:starting switching off motors during running

ac-15 control of ac electromagnetic loads

ac-21-a switching of resistive loads, including moderate overloads (frequent switching)

ac-23-a switching of motor loads or other highly inductive loads(frequent switching)

1

2

Drilling plane

F2

F1

E

E

L = No. of Stages of Prog B + W1 + W2X

1

2

Drilling plane

F2

F1

E

E

L = No. of Stages of Prog B + W1 + W2X

1

2

Drilling plane

F2

F1

E

E

L = No. of Stages of Prog B + W1 + W2X



www.lumel.com.pl 3

dane techniczne

PKR SERiES 
  - cam switches spring return

PARAmETERS UNiT 16 A 25 A
Rated operational voltage  (Ue) V 690 690

Rated insulation voltage (Ui) V 690 690

Rated uniterrupetd current (ith) a 20 25

Rated short time withstand current  (icw) a 192* 300

Rated impulse withstand voltage (Uimp) kV 4 6

Rated Fuse short circuit current ka 5 10

Fuse size (Type gG/ gm) a 16 25

The power of the receiver in terms of use

       AC23A 3 phase 220-240 V kw 3 4.7

380-440V kw 5.5 7.5

500V kw 5.5 11

660-690V kw 5.5 11

       AC23A 1 phase 110V kw 0.55 1.5

220-240V kw 1.5 3

380-440V kw 2.2 5.5

       AC3 3 phase 220-240V kw 3 4.7

380-440V kw 5.5 7.5

500V kw 5.5 11

600-690V kw 5.5 11

       AC3 1 phase 110V kw 0.55 1.5

220-240V kw 1.5 3

380-440V kw 2.5 5.5

      AC21A/AC1 a 16 25

      AC15 220-240V a 5 8

380-440V a 4 5

Terminal cross -section

Single / multiple min mm2 1.5 2.5

max mm2 4 4

Fine strand with sleeve min mm2 1 1.5

max mm2 2.5 4

Terminal screw metric m3 m4

Terminal tightening torque nm 0.8 1.2

*  rated short time withstand current (0.5s- current)

RATED oPERATiNG CoNDiTioNS
Frequency 50/60 hz

operating temperature -25oc...60oc

Storage temperature -40oc...80oc

installation category iii

Altitude a.s.l. 2000 m

Protection grade ip50 from frontal side  ip20 from terminal side

Standards iec 60947-1 ,  iec 60947-3,  iec 60947-5

SWiTCh LiFE
mechanical Life 100 000 operations at 300 cycles/hr

Electrical Life 10 000 operations at 100% rated duty at 120 cycles/hr

Contacts
double break type agni
double break type agcdo
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PKR1/PKR5 SERiES
  - on-oFF spring return switches

wiring diagrams and coding

on-oFF spring return switches  PKR1/PKR5
ordering code  PKR1-A1_XXO9FA_000

      

on-off  spring return switch pKr1- a 1 _ xx O 9 F a _ 000
Rated current:
16 a a
Pole:
1 pole 1
2 poles 2
3 poles 3
4 poles 4
oFF way:
with oFF O
Angle:
90° 9
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code PKR5-B1_XXO9FA_000

Description

PKR1 PKR5

16A 25A

Stage number

1-polar + oFF 1 1

2-polar + oFF 1 1

3-polar + oFF 2 2

4-polar + oFF 2 2

ordering code  PKR1-A1_XX

* - only after agreeing with the manufacturer

on-off  spring return switch pKr5- B 1 _ xx O 9 F a _ 000
Rated current:
25 a B
Pole:
1 pole 1
2 poles 2
3 poles 3
4 poles 4
oFF way:
with oFF O
Angle:
90° 9
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code PKR5-B1_XX

* - only after agreeing with the manufacturer

3/3
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PKR2/PKR6 SERiES
  - douBle throw with oFF

wiring diagrams and coding

douBle throw with oFF  PKR2/PKR6

ordering code  PKR2-A2_02O6FA_000
      

double throw with oFF type pKr2- a 2 _ 02 O 6 F a _ 000
Rated current:
16 a a
Pole:
1 pole 1
2 poles 2
3 poles 3
No. of ways:
2 ways 02
oFF way:
with oFF O
Angle:
60° 6
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code  PKR2-A2_02

* - only after agreeing with the manufacturer

ordering code  PKR6-B2_02O6FA_000
      

double throw with oFF type pKr6- B 2 _ 02 O 6 F a _ 000
Rated current:
25a B
Pole:
1 pole 1
2 poles 2
3 poles 3
No. of ways:
2 ways 02
oFF way:
with oFF O
Angle:
60° 6
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code  PKR6-B2_02

* - only after agreeing with the manufacturer

Description

PKR2 PKR6

16A 25A

Stage number

1-polar 2-way  + oFF 1 1

2-polar 2-way  + oFF 2 2

3-polar 2-way  + oFF 3 3

3/3

3/3

3/3



www.lumel.com.pl6

PKR3/PKR7 SERiES
  - spring return switches without oFF

wiring diagrams and coding

 spring return switches without oFF  PKR3/PKR7

ordering code  PKR3-A3_02W6FA_000
      

 spring return switches
 without oFF type pKr3- a 3 _ 02 w 6 F a _ 000

Rated current:
16 a a
Pole:
1 pole 1
2 poles 2
3 poles 3
No. of ways:
2 ways 02
oFF way:
without oFF w
Angle:
60° 6
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code  PKR3-A3_02W6FA_000

* - only after agreeing with the manufacturer

ordering code  PKR7-B3_02W6FA_000
      

 spring return switches 
without oFF type pKr7- B 3 _ 02 w 6 F a _ 000

Rated current:
25a B
Pole:
1 pole 1
2 poles 2
3 poles 3
No. of ways:
2 ways 02
oFF way:
with oFF w
Angle:
60° 6
Front plate colour:
silver background and black knob a
Acceptance tests:
without additional quality requirements 0
with an extra quality inspection certifi cate 1
Version:
standard 000
custom-made* xxx

ordering code  PKR7-B3_02

* - only after agreeing with the manufacturer

Description

PKR3 PKR7

16A 25A

Stage number

1-polar 2-way  without oFF 1 1

2-polar 2-way  without oFF 2 2

3-polar 2-way  without oFF 3 3

pKr-19

3/3

3/3

3/3

Export department:
tel.: (+48 68) 45 75 139, 45 75 233, 45 75 321, 45 75 386
fax.: (+48 68) 32 54 091
e-mail: export@lumel.com.pl

LUmEL S.A.
ul. sulechowska 1, 65-022 zielona góra, poland
tel.: +48 68 45 75 100, fax +48 68 45 75 508
www.lumel.com.pl
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PKR SERiES
  - cam switches spring return


