
32

sh
op

.lu
m
el
.c
om

.p
l

3
ye

a
r

w
a

rr
a

n
ty

LCTS  50/18SC LCTS  50/32SC

Hole diameter 18.5 mm 32.5 mm

Depth 65.2 mm 65.2 mm

Width 61.4 mm 61.4 mm

Primary current 150 A...250 A 250 A...500 A

Secondary current 1 A,  5 A

Accuracy class 15 A

500 A

150 A
input:

outputs:

LCTS - split core series | CompaCT verSion

generAL SPeCifiCATion:
Applicable standards:    IEC 61869-1/2
Thermal nominal countinous rated current (icth): 1.2 x In
Thermal nominal short time current  (idyn): 60 x In, 1 sek
Maximum operating Voltage:    0.72 kV
rated frequency:     50/60 Hz
insulation Test Voltage:    3 kV, 1 Min.
insulation Class:    E
Ambient temperature range:    -20°C …+45°C
Storage temperature range:         -30°C…+60°C
ratios ranging:    from 150/1 up to 500/5
Accuracy Class:    1
Suitable only for mounting on insulated primary conductor.
To be used in weather protected & dry location.

feATureS:
•	 Hinged Split Core.
•	 Swing open for ease of installation.
•	 Compact size.
•	 Two oprions for Bus Bar Mounting.
•	 Cable Tie provision for faster installation.
•	 Safety Plug in shorting link.
•	 Available with M4 Size Terminals.
•	 Provided with 3 Meter wire for 1A Ouput.
•	 Provided with 1 Meter wire for 5A Ouput.
•	Wide range of system current ratings.
•	 Assured Core contact with Latching Type Snap fitment.
•	 Vibration Resistant Design.

Locking Profile to avoid Accidental Opening. 

NEW
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LCTs 50/18sC LCTs 50/32sC

DiMenSionS

orDering CoDeS

Transformer type LCTS 50/18SC LCTS 50/32SC

Accuracy class 1 1

Code 1 1

Code Primary current Transformer burden

0150A 150 A 0.2 VA -

0200A 200 A 0.2 VA -

0250A 250 A 1 VA 0.2VA

0300A 300 A - 0.2 VA

0400A 400 A - 0.2 VA

0500A 500 A - 0.2 VA

LCTs 501850 qqqqqqq 
LCTs 503250 qqqqqqq 

Secondary current Code

x/5A 5

x/1A 1

LCTS - split core series | CompaCT verSion

ordering example: Order code a LCTS 5032500500A5 means the transformer
LCTS 50/32SC 500/5A ; Class 1; power 0.2VA
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